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Peel Tester
DS4 : One Base – Multiple Experiments

Drives:
Planar Direct Drives
Voice Coil Drives
Piezoelectric Drives

Vacuum Systems2D-Micro Force TransducerCantilevers made of glass Micro Drive System

Sensors:
Fiberoptical Sensors
Micro Force Transducers
Interferometers

Controls:
Based on EtherCAT
LabVIEW interface

2D-Force Transducer for
Vacuum Applications

Know-How:
Micro Assembling
Micro Testing
Vacuum Testing



Parameters 

DS4 Peeling Tester

2D-Force Measurement

nominal force:  standard 10N
(other force ranges on request)

force resolution: 0,6 mN

Positioning Systems

traveling range: 210mm

speed: 0,01– 10mm/s
(others on request)

peel angle : 0- 120�

Heater

power: 130W

temperature: max. 100�C

temperature PT100 in table, additional connector 
for measurement: for free PT100

Software

full experiment control

1000 Hz data acquisition rate
2 output files : raw data +

average experiment data
(1000 point graph)

Further informations

www.tetra-ilmenau.com

2 Modes of operation: 

Pull off test: pulls with a given starting angle with fixed table.

Peeling test: peels a tape off from a substrate under fixed angle, table 
motion is controlled to keep the peeling angle constant.
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